
Industrie Motoren - Power Generation - 1.500 rpm, 50 Hz

Generator Eff.

Engine hp kWm kWe kVA hp kWm kWe kVA % EU Stage EPA/CARB Tier

TAD840GE-B 241 177 163 203 264 194 178 223 92 II -

TAD841GE 299 220 202 253 329 242 223 278 92 II -

TAD842GE 355 261 243 303 390 287 267 334 93 II -

TAD843GE 381 280 260 326 419 308 286 359 93 II -

TAD851GE 299 220 202 253 329 242 223 278 92 IIIA 3

TAD852GE 337 248 231 289 371 273 254 317 93 IIIA 3

TAD853GE 337 248 233 291 371 273 257 321 94 IIIA 3

TAD880GE 175 129 120 150 193 142 132 165 93 V -

TAD881GE 234 172 160 200 257 189 176 220 93 V -

TAD882GE 292 215 200 250 322 237 220 276 93 V -

TAD1341GE-B 369 271 252 315 405 298 277 346 93 II -

TAD1342GE-B 412 303 282 352 453 333 310 387 93 II -

TAD1343GE-B 442 325 302 378 484 356 331 414 93 II -

TAD1344GE-B 481 354 329 412  529 389 362 452 93 II -

TAD1345GE-B 528 388 361 451 586 431 401 501 93 II -

TAD1346GE 581 427 402 502 639 470 442 552 94 II -

TAD1351GE 379 279 259 324 416 306 285 356 93 IIIA 3

TAD1352GE 427 314 292 365 469 345 321 401 93 IIIA 3

TAD1354GE 446 328 305 381 497 361 336 420 93 IIIA 3

TAD1355GE 483 355 330 413 530 390 363 453 93 IIIA 3

TAD1380GE 392 288 242 302 433 318 266 332 93 V -

TAD1381GE 412 303 282 352 455 335 310 387 93 V -

TAD1382GE 468 344 320 400 517 380 352 440 94 V -

TAD1641GE-B 588 432 406 508 646 475 446 558 94 II 2

TAD1642GE-B 687 505 475 593 756 556 523 653 94 II 2

TWD1644GE 754 554 521 652 828 609 573 717 94 II 2

TWD1645GE 809 595 560 700 890 654 616 770 94 II 2

TAD1650GE 534 393 369 462 589 433 407 509 94 IIIA 3

TAD1651GE 585 430 404 505 643 473 445 556 94 IIIA 3

TWD1652GE 687 505 480 600 747 557 529 661 95 - -

TWD1653GE 744 547 520 650 821 604 573 716 95 - -

TWD1683GE 775 570 536 670 853 627 589 737 94 V 4f

TWD1744GE 877 645 606 758 966 710 666 833 94 II 2

*Indication of Emission Standard.

kWm = kiloWatt mechanical, net with fan

kWe = kiloWatt electrical = kWm x Generator Eff.

kVA = kiloVoltAmpere calculations based on a 0.8 power factor = kWe / 0.8
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Prime Power Standby Power Emission Standard*
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Industrie Motoren - Off-road and Stationary

Displ. 

Engine kW hp rpm Nm rpm liters EU Stage US EPA Tier

TAD540VE 105 143 2200 710 1400 5,1 II 2

TAD541VE 129 175 2200 810 1400 5,1 II 2

TAD542VE 160 218 2200 910 1450 5,1 II 2

TAD550VE 105 143 2200 710 1400 5,1 IIIA 3

TAD551VE 129 175 2200 810 1400 5,1 IIIA 3

TAD552VE 160 218 2200 910 1450 5,1 IIIA 3

TAD570VE 105 143 2300 710 1200 5,1 IV 4f

TAD571VE 129 175 2300 810 1200 5,1 IV 4f

TAD572VE 160 218 2300 910 1450 5,1 IV 4f

TAD580VE 105 143 2300 700 1300 5,1 V 4f

TAD581VE 129 175 2300 800 1300 5,1 V 4f

TAD582VE 160 218 2300 900 1300 5,1 V 4f

TAD583VE 175 238 2300 950 1300 5,1 V 4f

TAD840VE 160 218 2200 1060 1350 7,7 II 2

TAD841VE 185 252 2200 1160 1350 7,7 II 2

TAD842VE 210 286 2200 1235 1350 7,7 II 2

TAD843VE 235 320 2200 1310 1450 7,7 II 2

TAD850VE 160 218 2200 1060 1350 7,7 IIIA 3

TAD851VE 185 252 2200 1160 1350 7,7 IIIA 3

TAD852VE 210 286 2200 1237 1350 7,7 IIIA 3

TAD853VE 235 320 2200 1310 1450 7,7 IIIA 3

TAD870VE 160 218 2200 1060 1200 7,7 IV 4f

TAD871VE 185 252 2200 1160 1200 7,7 IV 4f

TAD872VE 210 286 2200 1235 1350 7,7 IV 4f

TAD873VE 235 320 2200 1310 1450 7,7 IV 4f

TAD880VE 160 218 2200 1075 1400 7,7 V 4f

TAD881VE 185 252 2200 1175 1400 7,7 V 4f

TAD882VE 210 286 2200 1255 1400 7,7 V 4f

TAD883VE 235 320 2200 1330 1400 7,7 V 4f

TAD884VE 250 340 2200 1360 1400 7,7 V 4f

TAD1140VE 235 320 2100 1581 1260 10,8 II 2

TAD1141VE 265 360 2100 1785 1260 10,8 II 2

TAD1142VE 285 388 1700 1938 1260 10,8 II 2

TAD1150VE 235 320 2100 1581 1260 10,8 IIIA 3

TAD1151VE 265 360 2100 1785 1260 10,8 IIIA 3

TAD1152VE 285 388 1700 1938 1260 10,8 IIIA 3

TAD1170VE 235 320 2100 1550 1260 10,8 IV 4f

TAD1171VE 265 360 2100 1750 1260 10,8 IV 4f

TAD1172VE 285 388 1700 1900 1260 10,8 IV 4f

TAD1180VE 235 320 2100 1590 1400 10,8 V 4f
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Maximum Power Emission Standard*Peak Torque
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Industrie Motoren - Off-road and Stationary

Displ. 

Engine kW hp rpm Nm rpm liters EU Stage US EPA Tier

TAD1181VE 265 361 2100 1795 1400 10,8 V 4f

TAD1182VE 285 388 1800 1949 1400 10,8 V 4f

TAD1183VE 315 428 1700 1949 1400 10,8 V 4f

TAD1340VE 256 348 2100 1790 1260 12,8 II 2

TAD1341VE 275 374 2100 1905 1260 12,8 II 2

TAD1342VE 310 422 2100 2000 1260 12,8 II 2

TAD1343VE 332 452 2100 2119 1260 12,8 II 2

TAD1344VE 352 479 2100 2248 1260 12,8 II 2

TAD1345VE 394 536 2100 2325 1260 12,8 II 2

TAD1351VE 285 388 1900 1965 1200 12,8 IIIA 3

TAD1352VE 315 428 1900 2175 1200 12,8 IIIA 3

TAD1353VE 345 469 1900 2380 1200 12,8 IIIA 3

TAD1371VE 285 388 1900 1965 1200 12,8 IV 4f

TAD1372VE 315 428 1900 2175 1200 12,8 IV 4f

TAD1373VE 345 469 1900 2380 1200 12,8 IV 4f

TAD1374VE 375 510 1900 2595 1200 12,8 IV 4f

TAD1375VE 405 551 1900 2650 1200 12,8 IV 4f

TAD1381VE 285 388 1900 1965 1200 12,8 V 4f

TAD1382VE 315 428 1900 2175 1200 12,8 V 4f

TAD1383VE 345 469 1900 2380 1200 12,8 V 4f

TAD1384VE 375 510 1900 2595 1200 12,8 V 4f

TAD1385VE 405 551 1700 2650 1200 12,8 V 4f

TAD1643VE-B 565 768 1900 3260 1260 16,1 N/A 2

TAD1640VE-C 405 551 1900 2760 1200 16,1 II 2

TAD1641VE-C 450 612 1800 2910 1200 16,1 II 2

TAD1642VE-C 515 700 1800 3220 1200 16,1 II 2

TAD1650VE-B 405 551 1900 2757 1260 16,1 IIIA 3

TAD1651VE 450 612 1800 2897 1260 16,1 IIIA 3

TAD1670VE 405 551 1900 2750 1260 16,1 IV 4f

TAD1671VE 450 612 1900 2900 1260 16,1 IV 4f

TAD1672VE 515 700 1800 3200 1260 16,1 IV 4f

TWD1683VE 585 796 1900 3650 1200 16,1 V 4f

Engine performance according to ISO 3046, without fan.

*Indication of Emission Standard.

2011 EU emissions: 2011 EPA emissions:

75-129 kW Stage IIIA 75-129 kW Tier 3

130 - 560 kW Stage IIIB 130 - 560 kW Tier 4i

> 560 kW N/A > 560 kW Tier 4i
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Maximum Power Peak Torque Emission Standard*
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